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Pneumatic Type Sample Cutter
공압식 시편 제작기

Chemistry Tester  

Motorize Pencil Hardness Tester
전동식 연필 경도계

Dupon Impact Tester
듀폰 충격 시험기

This device is a pneumatic type and used for production of specimen.

This tester is used to inspect coating surface after impact.

This is a automatic type pencil hardness tester.

Model QRAPSC-501
Air Pressure 7 kgf/cm2
Sample Table 150 × 200 mm
Gauge Air Gauge
Dimension (mm) 600 × 450 × 700 
Power 1P, AC 220 V, 60 Hz
Weight (kg) 60

Model QRDI-501 QRDI-502
Height (mm) 500 1 000
Space 50 mm
Weight 300, 500, 1 000 g 300, 500, 1 000, 2 000 g 
Support R 1/2, 1/4, 3/16, 1/8, 1/16˝ (5 ea)
Dimensions (mm) 460 × 300 × 750 550 × 350 × 1 500 
Standard JIS K 5400, K 5 600 JIS K 5400, ASTM D 2794

Model QRMPH-501
Load (500, 250) 1 kgf
Speed 10 ~ 100 mm/min
Sample table 150 × 100 mm
Degree 90, 45 °
Pencil Mitsubishi 6B ~ 9H (17 PCS)


